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Safety

Bu ürünü kurmadan önce güvenlik bilgilerini okuyun.

Youq mwngz yungh canjbinj neix gaxgonq, itdingh aeu doeg aen
canjbinj soengq cungj vahgangj ancien siusik.
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Chapter 1. IBM FLEX SYSTEM CN4022 2-PORT 10Gb 
CONVERGED ADAPTER

The IBM® Flex System CN4022 2-port 10Gb Converged Adapter is a dual-port 
network adapter that provides 10Gb per second, full duplex, Ethernet links 
between a compute node and Ethernet switch modules installed in the IBM 
PureSystems chassis. The adapter interfaces to the compute node using the 
Peripheral Component Interconnect Express (PCIe) bus.

Note: The CN4022 converged adapter is referred to throughout this document 
as the adapter.

This User's Guide contains information and instructions for installing the 
adapter, updating the firmware, and solving problems. See the documentation 
that came with your IBM chassis to install the adapter in the chassis; then, return 
to this User's Guide for the information and instructions needed to complete the 
installation.

For information about the types of compatible devices available for IBM 
products, contact your IBM marketing representative or authorized reseller. For 
a list of supported optional devices, see http://www.ibm.com/servers/
eserver/serverproven/compat/us/.

You can obtain up-to-date information about the adapter at http://
www.ibm.com/supportportal/.

Note: Changes are made periodically to the IBM® website. Procedures for 
locating firmware and documentation might vary slightly from what is 
described in this document.

Related documentation
This User's Guide contains setup and installation instructions for the adapter and 
general information about the adapter, including how to configure, update, and 
troubleshoot the adapter, and how to get help. The most recent version of this 
User's Guide and all other related documents are at http://pic.dhe.ibm.com/
infocenter/flexsys/information/index.jsp 

http://pic.dhe.ibm.com/infocenter/flexsys/information/index.jsp
http://pic.dhe.ibm.com/infocenter/flexsys/information/index.jsp
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Notices and statements in this document
The caution and danger statements in this document are also in the multilingual 
Safety Information document, which is provided on the IBM Documentation CD. 
Each statement is numbered for reference to the corresponding statement in 
your language in the Safety Information document.

The following notices and statements are used in this document:
• Note: These notices provide important tips, guidance, or advice.
• Important: These notices provide information or advice that might help 

you avoid inconvenient or problem situations.
• Attention: These notices indicate possible damage to programs, devices, or 

data. An attention notice is placed just before the instruction or situation in 
which damage could occur.

• Caution: These statements indicate situations that can be potentially 
hazardous to you. A caution statement is placed just before the description 
of a potentially hazardous procedure step or situation.

• Danger: These statements indicate situations that can be potentially lethal 
or extremely hazardous to you. A danger statement is placed just before the 
description of a potentially lethal or extremely hazardous procedure step or 
situation.

Features and specifications
The Flex System CN4022 2-port 10Gb Converged Adapter has the following 
features:
• Connection to 1000BASE-X environments using Flex Ethernet switches
• Compliance with U.S. and international safety and emissions standards
• Full-duplex (FDX) capability, enabling simultaneous transmission and 

reception of data on the Ethernet local area network (LAN)
• Preboot Execution Environment (PXE) support
• Wake on LAN support 
• MSI and MSI-X capabilities
• Receive Side Scaling (RSS) support
• NVRAM: programmable, 16Mb flash module
• Host data transfer: PCIe Gen 3 (8 lanes)
• FCoE storage and SAN interoperability
• vNIC2 Switch Independent Mode/NPAR support
• TCP/IP offload support
• Priority Flow Control (PFC) support
• Data Center Bridging Capability eXchange (DCBX) protocol support
• Enhanced transmission selection (ETS; IEEE 802.1Qaz)
• I2C support for vital product data (VPD) functions to and from the Chassis 

Management Module (CMM)
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Chapter 2. Installing the adapter

This chapter provides instructions for installing the adapter into your compute 
node. The following documents provide related information:
• The IBM Flex System Installation and Service Guide for the compute node 

provides server-specific adapter installation requirements.
• The IBM Flex System Enterprise Chassis Installation and Service Guide shows 

I/O-module bay locations and adapter port mappings.

See the documentation that came with your IBM compute node to install the 
adapter; then, return to this User's Guide for the information and instructions 
needed to complete the installation.

Replacing an adapter
If you have to replace the adapter, see the documentation that came with your 
IBM compute node to replace the adapter; then, return to this User's Guide for 
the information and instructions needed to complete the re-installation.

For more information about the terms of the warranty and getting service and 
assistance, see Appendix A and the IBM Warranty Information document that 
comes with the adapter.

Installing device drivers
The adapter is a member of the Broadcom NetXtreme family of devices. For 
device driver installation instructions, refer to the following operating system-
specific documentation:

Windows drivers

http://www-947.ibm.com/support/entry/portal/
docdisplay?brand=5000008&lndocid=MIGR-50506

Linux drivers

http://www-947.ibm.com/support/entry/portal/
docdisplay?brand=5000008&lndocid=MIGR-50506

Managing the adapter
Manage the adapter using the Broadcom Advanced Control System (BACS) 
management application. Download BACS from http://www-947.ibm.com/
support/entry/portal/docdisplay?brand=5000008&lndocid=MIGR-50506.

http://www-947.ibm.com/support/entry/portal/docdisplay?brand=5000008&lndocid=MIGR-50506
http://www-947.ibm.com/support/entry/portal/docdisplay?brand=5000008&lndocid=MIGR-50506
http://www-947.ibm.com/support/entry/portal/docdisplay?brand=5000008&lndocid=MIGR-50506
http://www-947.ibm.com/support/entry/portal/docdisplay?brand=5000008&lndocid=MIGR-50506
http://www-947.ibm.com/support/entry/portal/docdisplay?brand=5000008&lndocid=MIGR-50506
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Parts listing
Replaceable components are of three types:
• Tier 1 customer replaceable unit (CRU): Replacement of Tier 1 CRUs is 

your responsibility. If IBM installs a Tier 1 CRU at your request, you will be 
charged for the installation.

• Tier 2 customer replaceable unit (CRU): You may install a Tier 2 CRU 
yourself or request IBM to install it, at no additional charge, under the type 
of warranty service that is designated for your server.

• Field replaceable unit (FRU): FRUs must be installed only by trained 
service technicians.

For information about the terms of the warranty, see the Warranty Information 
document.

The replaceable component in the following table is an FRU. If other 
components require replacement, see the documentation that came with those 
devices for instructions.

Part FRU number

IBM Flex System CN4022 2-port 10Gb Converged Adapter 88Y5922
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Chapter 3. Solving problems

If you are having a problem with the adapter, see the documentation that came 
with your IBM Flex System chassis and compute node for information to 
diagnose the problem.
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Appendix A. Gett ing help and technical  assistance

If you need help, service, or technical assistance or just want more information 
about IBM products, you will find a wide variety of sources available from IBM 
to assist you. This section contains information about where to go for additional 
information about IBM and IBM products, what to do if you experience a 
problem with your system, and whom to call for service, if it is necessary.

Before you call
Before you call, make sure that you have taken these steps to try to solve the 
problem yourself:
• Check all cables to make sure that they are connected.
• Check the power switches to make sure that the system and any optional 

devices are turned on.
• Use the troubleshooting information in your system documentation, and 

use the diagnostic tools that come with your system.
• Go to the IBM support website at http://www.ibm.com/supportportal/ to 

check for technical information, hints, tips, and new device drivers or to 
submit a request for information.

You can solve many problems without outside assistance by following the 
troubleshooting procedures that IBM provides in the online help or in the 
documentation that is provided with your IBM product. The documentation 
that comes with IBM systems also describes the diagnostic tests that you can 
perform. Most systems, operating systems, and programs come with 
documentation that contains troubleshooting procedures and explanations of 
error messages and error codes. If you suspect a software problem, see the 
documentation for the operating system or program.

Using the documentation
Information about your IBM system and preinstalled software, if any, is 
available in the documentation that comes with the product. That 
documentation can include printed documents, online documents, readme files, 
and help files. See the troubleshooting information in your system 
documentation for instructions for using the diagnostic programs. The 
troubleshooting information or the diagnostic programs might tell you that you 
need additional or updated device drivers or other software. IBM maintains 
pages on the World Wide Web where you can get the latest technical information 
and download device drivers and updates. To access these pages, go to  
http://www.ibm.com/supportportal/ and follow the instructions.

Getting help and information from the World Wide Web
On the World Wide Web, the IBM website has up-to-date information about IBM 
systems, optional devices, services, and support. You can find service 
information for IBM systems and optional devices at http://www.ibm.com/
supportportal/.

http://www.ibm.com/supportportal/
http://www.ibm.com/supportportal/
http://www.ibm.com/supportportal/
http://www.ibm.com/supportportal/


   

8   IBM FLEX SYSTEM CN4022 2-PORT 10Gb User’s Guide

Software service and support
Through IBM Support Line, you can get telephone assistance, for a fee, with 
usage, configuration, and software problems. For information about which 
products are supported by Support Line in your country or region, see http://
www.ibm.com/services/supline/products/.

For more information about Support Line and other IBM services, see  
http://www.ibm.com/services/, or see http://www.ibm.com/planetwide/ 
for support telephone numbers. In the U.S. and Canada, call 1-800-IBM-SERV (1-
800-426-7378).

Hardware service and support
You can receive hardware service through your IBM reseller or IBM Services. To 
locate a reseller authorized by IBM to provide warranty service, go to  
http://www.ibm.com/partnerworld/ and click Find Business Partners on the 
right side of the page. For IBM support telephone numbers, see http://
www.ibm.com/planetwide/. In the U.S. and Canada, call 1-800-IBM-SERV (1-
800-426-7378).

In the U.S. and Canada, hardware service and support is available 24 hours a 
day, 7 days a week. In the U.K., these services are available Monday through 
Friday, from 9 a.m. to 6 p.m.

IBM Taiwan product service

IBM Taiwan product service contact information: 
     IBM Taiwan Corporation 
     3F, No 7, Song Ren Rd. 
     Taipei, Taiwan 
     Telephone: 0800-016-888

http://www.ibm.com/services/supline/products/
http://www.ibm.com/services/
http://www.ibm.com/services/
http://www.ibm.com/planetwide/
http://www.ibm.com/planetwide/
http://www.ibm.com/partnerworld/
http://www.ibm.com/partnerworld/
http://www.ibm.com/partnerworld/
http://www.ibm.com/planetwide/
http://www.ibm.com/planetwide/
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Appendix B. Notices

This information was developed for products and services offered in the U.S.A. 

IBM may not offer the products, services, or features discussed in this document 
in other countries. Consult your local IBM representative for information on the 
products and services currently available in your area. Any reference to an IBM 
product, program, or service is not intended to state or imply that only that IBM 
product, program, or service may be used. Any functionally equivalent product, 
program, or service that does not infringe any IBM intellectual property right 
may be used instead. However, it is the user’s responsibility to evaluate and 
verify the operation of any non-IBM product, program, or service.

IBM may have patents or pending patent applications covering subject matter 
described in this document. The furnishing of this document does not give you 
any license to these patents. You can send license inquiries, in writing, to:
IBM Director of Licensing 
IBM Corporation 
North Castle Drive 
Armonk, NY 10504-1785 
U.S.A.

INTERNATIONAL BUSINESS MACHINES CORPORATION PROVIDES THIS 
PUBLICATION “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER 
EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 
WARRANTIES OF NON-INFRINGEMENT, MERCHANTABILITY OR 
FITNESS FOR A PARTICULAR PURPOSE. Some states do not allow disclaimer 
of express or implied warranties in certain transactions, therefore, this statement 
may not apply to you.

This information could include technical inaccuracies or typographical errors. 
Changes are periodically made to the information herein; these changes will be 
incorporated in new editions of the publication. IBM may make improvements 
and/or changes in the product(s) and/or the program(s) described in this 
publication at any time without notice.

Any references in this information to non-IBM websites are provided for 
convenience only and do not in any manner serve as an endorsement of those 
websites. The materials at those websites are not part of the materials for this 
IBM product, and use of those websites is at your own risk.

IBM may use or distribute any of the information you supply in any way it 
believes appropriate without incurring any obligation to you.
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Trademarks

Important notes

IBM, the IBM logo, and ibm.com are trademarks of International
Business Machines Corp., registered in many jurisdictions worldwide.
Other product and service names might be trademarks of IBM or other
companies. A current list of IBM trademarks is available on the web at
"Copyright and trademark information"
at http://www.ibm.com/legal/copytrade.shtml

Adobe and PostScript are either registered trademarks or trademarks of
Adobe Systems Incorporated in the United States and/or other countries.

Cell Broadband Engine is a trademark of Sony Computer Entertainment, Inc., in the
United States, other countries, or both and is used under license
therefrom.

Intel, Intel Xeon, Itanium, and Pentium are trademarks
or registered trademarks of Intel Corporation or its subsidiaries
in the United States and other countries.

Java and all Java-based trademarks and logos are trademarks or registered
trademarks of Oracle and/or its affiliates.

Linux is a registered trademark of Linus
Torvalds in the United States, other countries, or both.

Microsoft, Windows, and Windows NT are trademarks of Microsoft Corporation in
the United States, other countries, or both.

UNIX is a registered trademark of The Open Group in the United States and other countries.

This product is not intended to be connected directly or indirectly by any means
whatsoever to interfaces of public telecommunications networks, nor is it intended
to be used in a public services network.
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Electronic emission notices
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IBM Deutschland GmbH
IBM Technical Regulations, Department M372
IBM-Allee 1,71139 Ehningen, Germany
Telephone: +49 7032 15 2941
Email: lugi@de.ibm.com

European Community contact:
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GmbH

Abteilung M372

39

41

lugi
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This is electromagnetic wave compatibility equipment
for business (Type A). Sellers and users need to pay
attention to it. This is for any areas other than home.
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